
APPLICATIONS 
• Whole House (point of entry)
• Single Faucet (point of use - cold water) 
FEATURES • BENEFITS 
• Stronger opening: They start with a benefit for the user 

(better taste, cleaner water).
• Improved flow: The sentences are structured to read 

more smoothly.
• Varied vocabulary: Using synonyms like "eliminate," 

"effectively reduces," and "high-performance."
• Slightly more descriptive language: Expanding on 

some of the features.
• Better connection between features and benefits: 

Explaining why a feature is useful.

HEAVY-DUTY INLINE FILTRATION 

• Choose a mounting spot that can support the 
system's operating weight.

• Lubricate the o-ring before use.
• Connect to a 3/4" water line (reducer bushings 

provided for alternative sizes).
• Mount vertically with the filter bowl facing down.
• Ensure 2 1/2" (6.35 cm) of clearance below the 

cartridge for maintenance. 

• Replace cartridge if you notice decrease in water flow.
• Do not exceed the specified service flow rate.
• During each cartridge change, inspect the o-ring for 

wear or damage. Lubricate the o-ring or replace it if 
needed to ensure a proper seal.

INSTALLATION TIPS 

OPERATION TIPS 

• Filter housing (cartridge additional)
• Wrench
• Mounting Bracket 
• Installation kit 
• Installation and operation manual 

INCLUDES 

BB Series  
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PART 
NUMBER 

DIMENSION
S H  x  D 

MICRON 
RATING 

(NOMINAL) µ 
FLOW RATE INITIAL ∆P (PSI) @ 

FLOW RATE (GPM) 
CHLORINE TASTE & 

ODOR REDUCTION @ 
FLOW RATE (GPM) 

INLET/ 
OUTLET 

CARTRIDGE 
SIZE H  x  D 

BB10-CLR

BB10-BL

13 1⁄8” x 7 1⁄4” (333 
mm x 184 mm) 

13 1⁄8” x 7 1⁄4” (333 
mm x 184 mm) 

0.5 

0.5 

10 gpm 
(37.8 Lpm) 

10 gpm 
(37.8 Lpm) 

4 psi @ 2 gpm (0.28 
bar @ 7.6 Lpm) 

4 psi @ 2 gpm (0.28 
bar @ 7.6 Lpm) 

>25,000 gal @ 2 gpm 
(94,635 L @ 7.6 Lpm) 

>25,000 gal @ 2 gpm 
(94,635 L @ 7.6 Lpm) 

1” NPT 

1” NPT 

9 3⁄4” x 4 
5⁄8” 

9 3⁄4” x 4 
5⁄8” 

BB20-CLR

BB20-BL

23 7⁄8” x 7 1⁄4” (606 
mm x 184 mm) 

23 7⁄8” x 7 1⁄4” (606 
mm x 184 mm) 

0.5 

0.5 

25 gpm 
(94.6 Lpm) 

25 gpm 
(94.6 Lpm) 

4 psi @ 4 gpm (0.28 
bar @ 15.2 Lpm) 

4 psi @ 4 gpm (0.28 
bar @ 15.2 Lpm) 

>50,000 gal @ 4 gpm 
(189,270 L @ 15.2 Lpm) 

>50,000 gal @ 4 gpm 
(189,270 L @ 15.2 Lpm) 

1 1⁄2” 
NPT 

1 1⁄2” 
NPT 

20” x 4 
5⁄8” 

20” x 4 
5⁄8” 

BB10
10” BLUE Sump BB10-SUMP

Black Cap BB10-CAP
O-ring (W10-OR) BB10-ORING

10” Cartridge BB10-SED-POLY
Mounting Bracket BB-MNT BRKT

Wrench (SW-3) BB-WRENCH
Drain Kit BB-DRN KIT

13 
1⁄8” 

7 
1⁄4” 

BB20
20” Blue Sump BB20-SUMP

Black Cap BB20-CAP
O-ring (W10-OR) BB20-0RING

20” Cartridge BB20-SED-POLY
Mounting Bracket BB-MNT BRKT
Wrench (SW-4) BB-WRENCH

Drain Kit BB-DRN KIT

23 7⁄8” 

7 
1⁄4” 
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HEAVY-DUTY INLINE FILTRATION 
BB Series  

FILTRATION OPTIONS
pH Adjustment

Alkaline - Boost pH
Demineralization
Remineralization

(Calcium & Magnesium)
Carbon Block

Granulated Activated Carbon

Metals & Heavy Metals
Iron

Manganese
Hydrogen Sulfide (rotten-egg odor)

Arsenic
Lead

Fluoride
Ion Exchange

Nitrates
Anti-scale Salt-free

Sediment

Shower /Bath
Refillable (customizable)

Miscellaneous
Don't See it? Ask & we'll find it!

SMART

Ultra Filtration (down to 0.01µ)
Turbidity

CARTRIDGE TYPES
String

Polypropylene
Dual Gradient

Cylinder
Refillable


