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What is a Chlorine Chemical Feed Injection System? 
A chlorine chemical feed injection system is a method used to disinfect residential water supplies, particularly well water, by automatically adding 
a measured amount of chlorine solution into the water line. Chlorine is a powerful disinfectant that effectively kills or inactivates harmful bacteria, 
viruses, and other microorganisms that may be present in untreated water.   
Why Use Chlorine Injection? 
1. Disinfection: The primary reason is to eliminate or significantly reduce the risk of waterborne illnesses caused by microbial contamination. 

This is especially crucial for private wells, which are not subject to the same stringent regulations as municipal water supplies.   
2. Oxidation: Chlorine is also an effective oxidant and can help to treat other water quality issues, such as:   
3. Iron and Manganese: Oxidizes dissolved iron and manganese, causing them to precipitate out of the water so they can be filtered. This 

helps prevent staining (reddish-brown for iron, black/brown for manganese).   
4. Hydrogen Sulfide: Oxidizes hydrogen sulfide gas, eliminating the unpleasant "rotten egg" smell. 
5. Arsenic: Can oxidize arsenite (As³˜) to arsenate (As⁵˜), a less toxic form that is easier to remove with other treatment methods. 
Components of a Typical Residential Chlorine Injection System: 
• Chlorine Solution Tank: A storage tank, typically made of polyethylene, that holds the diluted chlorine solution (usually household bleach - 

sodium hypochlorite - mixed with water). The size of the tank depends on the water usage and the required chlorine dosage. 
• Chemical Feed Pump (Metering Pump): A small, electrically powered pump designed to inject a precise and adjustable amount of chlorine 

solution into the water line. These pumps are usually positive displacement pumps and can be controlled manually or automatically.   
• Injection Fitting and Check Valve: A fitting installed in the main water line where the chlorine solution is injected. A check valve is essential to 

prevent backflow of water into the chlorine solution tank.   
• Control Mechanism: This determines when and how much chlorine is injected. 
Common methods include:   
• Wired to Well Pump Pressure Switch: The injection pump turns on and off in sync with the well pump. This provides a consistent dosage 

relative to water usage.   
• Flow Meter Activated: A flow meter installed in the water line sends a signal to the injection pump, which then doses chlorine proportionally to 

the water flow rate. This offers more precise control, especially with variable flow rates.   
• Timer-Based: Pump operates on pre-set schedule, regardless of water usage & is less common for primary disinfection in residential settings. 
• Mixing/Retention Tank (Optional but Recommended): A larger tank installed after the injection point to provide sufficient contact time for the 

chlorine to effectively disinfect the water. The size of this tank is determined by the desired contact time and the water flow rate.   
• Testing Kit: A kit for regularly testing the chlorine residual in the treated water to ensure proper disinfection levels are maintained.   
How it Works: 
1. A diluted chlorine solution is prepared in the storage tank. 
2. The chemical feed pump draws the solution from the tank and injects a precise dose into the main water line through the injection fitting. 
3. The chlorine mixes with the untreated water.  
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Advantages of Chlorine Injection: 
• Effective Disinfection: Chlorine is a highly effective and well-understood disinfectant against a wide range of pathogens.   
• Residual Protection: Chlorine maintains a residual disinfectant level in the water, providing ongoing protection throughout your home's 

plumbing.   
• Relatively Inexpensive: Compared to some other disinfection methods like UV, chlorine can be a more cost-effective solution, especially for 

higher flow rates or more heavily contaminated water.   
• Oxidation Capabilities: As mentioned earlier, chlorine can address multiple water quality issues beyond just disinfection. 
• Ease of Monitoring: Chlorine residual levels are easy to test with readily available kits.   

Disadvantages and Considerations: 
• Taste and Odor: Chlorine can impart an undesirable chemical taste & odor to the water & is often mitigated with a post-treatment carbon filter. 
• Disinfection Byproducts (DBPs): Chlorine can react with natural organic matter in the water to form DBPs, some of which are regulated due 

to potential health concerns. The risk of DBP formation is generally lower in well water compared to surface water but should still be 
considered.  

• Corrosivity: High chlorine concentrations can be corrosive to some plumbing materials. Proper dosage is crucial.   
• Handling and Safety: Concentrated (of bleach) is a strong chemical and requires careful handling and storage to avoid skin and eye irritation.  
• pH Dependence: The effectiveness of chlorine as a disinfectant is pH-dependent; it works best at slightly acidic to neutral pH levels.   
• Contact Time: Adequate contact time is essential for effective disinfection.   

Maintenance of a Chlorine Injection System: 
• Regularly Refill the Chlorine Solution Tank: Monitor the chlorine level in the tank and refill as needed. 
• Calibrate the Chemical Feed Pump: Ensure the pump is delivering the correct dosage of chlorine solution. This may need periodic 

adjustment. 
• Inspect Components: Regularly check the pump, tubing, injection fitting, and check valve for leaks, wear, or blockages.   
• Test Chlorine Residual: Routinely test the chlorine residual in your treated water, ideally at a point furthest from the injection point, to ensure 

proper disinfection. Aim for a consistent residual level (e.g., 0.5-1.0 ppm, follow local guidelines or recommendations based on your water 
test). 

• Maintain the Mixing/Retention Tank: If you have one, ensure it's properly sized and free of sediment buildup. 
• Consider a Carbon Filter: Install a whole-house carbon filter after the retention tank to remove chlorine taste and odor and potentially some 

DBPs. Replace the carbon filter according to the manufacturer's recommendations.   In Maine and New England, where well water is common, a chlorine injection system can be a reliable way to ensure your water is safe from 
harmful microorganisms and to address other common water quality issues like iron and manganese. However, it's crucial to have your 
water professionally tested to determine the specific contaminants present and the appropriate chlorine dosage for effective treatment. 
Consulting with a qualified water treatment professional is highly recommended for system design, installation, and ongoing maintenance. 
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4. Water then flows into retention tank, where the chlorine has time to react with and neutralize microorganisms and oxidize other contaminants. 
5. The treated water then enters your home's plumbing system. 
6. Regular testing of the chlorine residual ensures that the disinfection process is effective.   
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