
 "Treating your Health & Home 
like it's our own"

BACTERIA 
VIRUSES

 Quantum Mechanics Based: Utilizes the principles of electron movement in
micro-crystals to create catalytic active surfaces.

 Nano-composite Materials: Made of advanced materials with activated
surfaces.

 Catalytic Action: The surface of the crystals has a positive quantum field that
attracts and strips electrons from microorganisms.

 Contact Disinfection: Microorganisms are killed instantly upon direct contact
with the crystal surface.

 Material Composition: Often alumina-based ceramics, which are
environmentally friendly, odorless, and insoluble.

 No Power Required: Quantum disinfection operates without electricity, making
it suitable for off-grid applications or during power outages. UV systems require
a continuous power supply.

 No Chemicals: It disinfects water without the use of any chemical additives like
chlorine or ozone, eliminating concerns about disinfection byproducts and
taste/odor issues. UV also avoids chemical use.

 No Maintenance: Generally requires little to no ongoing maintenance beyond
the eventual replacement of the media (which can last for an extended period,
often several years or a large volume of water). UV systems require periodic
bulb replacement and cleaning of the quartz sleeve.

 No Byproducts: The disinfection process does not create any harmful
byproducts in the water. UV can sometimes lead to the formation of certain
byproducts depending on the water composition.

 Lower Operational Costs: Eliminating the need for electricity and replacement
bulbs can lead to lower long-term operating costs compared to UV systems.

 More Durable: Quantum disinfection media, being ceramic-based, is generally
more resistant to shocks and vibrations compared to fragile UV bulbs.  Minimize Your Maintenance 

&
Maximize Your Health
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In an era defined by technological leaps and a growing demand for 
innovative solutions, QuantumX emerges as a symbol of cutting-edge 
advancement and transformative potential. This name, evocative of the 
fundamental forces of the universe and the promise of exponential 
progress, embodies a commitment to pushing boundaries and exploring 
the uncharted territories of science and engineering. Whether applied to 
a groundbreaking product, a visionary company, or a revolutionary 
concept, The Pure Experts introduces the QuantumX signifies a powerful 
convergence of ingenuity and the limitless possibilities that lie at the 
quantum frontier. It speaks to a future where complex challenges are met 
with elegant, efficient, and profoundly impactful solutions.

Bacteria, Viruses, Microorganisms

Features & Advantages:

Benefits:
 Safe and Clean Water: Provides effective disinfection against bacteria,

viruses, and protozoa, ensuring safer drinking water for households.
 Improved Water Quality: Eliminates harmful microorganisms without

altering the taste, odor, or chemical composition of the water.
 Convenience: The lack of power requirement and minimal maintenance

offers a more convenient solution for homeowners.
 Cost Savings: Reduced electricity consumption and fewer replacement

parts can lead to long-term cost savings.
 Environmental Friendliness: No chemical discharge or mercury-containing

bulbs to dispose of makes it a more environmentally friendly option.
 Reliability During Outages: Continues to function even during power

outages, providing a consistent source of disinfected water.
 Versatile Application: Can be used for whole-house filtration or point-of-

use applications like faucets and under-sink units.
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Operating Parameters The water quality is extremely important for 
the effectiveness of your QuantumX system.

Recommended Water Parameters

Parameter
Recommended 

Value

pH 3.5 - 8.5

Total Suspended Solids: TSS (mg/L) < 5

Suspended Solid maximum size (µ) < 5

Total Dissolved Solids: TDS (mg/L) < 1,000

Turbidity (NTU) < 0.01

 Nitrate (mg/L) < 20

 Phosphate (mg/L) < 10

 Alkalinity (mg CaCO3/L) < 600

 Chloride (mg/L) < 200

 Chlorine (mg/L) < 2

 Bromine (mg/L) < 0.1

 Fluoride (mg/L) < 5

 Hardness (mg CaCO3/L) < 850

 Heavy metals (mg/L) < 100

Fittings
Due to its FTG specific design, the system has multiple connection 
selection. By default, the system includes two (2) of Model FTG-1 
Connections (1” NPT) or both outlet and inlet connections. For 
other type of fittings, please see and order from the following list: 
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 Example Installation Layout 
(The vertical position is NOT obligatory)

Item Part ID

1 Incoming water

2 Pre-Filtration System (5 Micron)

3 QunatumX System

4 Outgoing water

General Assembly: 
It is recommended to install the QunatumX system after a pre-filter (5 Micron Minimum) in order to 
protect the unit from suspended solids. Solids larger than 5 Micron will clog the activated surfaces of 
the Quantum Crystals™ media inhibiting irreversibly their germicide properties.   If your water does not 
contain suspended solids (such as tap water), the 5 micron pre-filter may not be necessary.


	Blank Page



